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RoHS

APPLICATIONS FEATURES
• High-end architectural/residential lighting
• Photographic/broadcast lighting

• Industrial grade high CRI performance, TLCI & TM-30
specified

• Ultra consistent and precise tunable white color (<3-step
MacAdam)

• 24V DC, cuttable
• 2700K: 2000lm; 6500K: 2200lm
• 24V DC, 432 LEDs, 500mm × 100mm, 60g
• Improved adhesive backing for easy installation
• Lifespan > 54000 hours (IES LM80)

GENERAL INFORMATION

Cap base GU10

EU RoHS
Compliant Yes

Diameters 313.03mm (2700K)
323.35mm (6500K)

Height 1m

TECHNICAL DATA - ELECTRICAL

SPECTRAL POWER DISTRIBUTION

Power 48W Nominal voltage 24V

Dimmable Yes (1-10V and
PWM)

TECHNICAL DATA - PHOTOMETRIC

Colour temperature 2700K / 6500K Colour rendering
index 95

Initial luminous
flux

2000lm (2700K)
2200lm (6500K) R9 90

TM-30-20 Rf 92 TM-30-20 Rg 98

Viewing angle 120°

Part
Number Product Code CCT Voltage

YJ-BC-12RB-2835L-24V-2765 F3180016.26 2700 - 6500K 24VYJ-BC-12RB-2835L-24V-XXXX F3180016.XX Custom
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